< Mechanical Seal Specification

Determine the best sealing solution for your application

I Standard Seat

Type G62

* Material : Carbon (Solid)

L10

A
Y

Dimensional Data (mm.)

D1 D7 L5

10 21 15

12 23 1.5

14 25 15

16 27 15

18 33 20

20 35 20

22 37 20

24 39 2.0

25 40 20

28 43 2.0

30 45 20

32 48 2.0

33 43 20

35 50 2.0

38 56 20 6.0 10.0 9.0
40 58 2.0 6.0 100 9.0
43 61 20 6.0 10.0 9.0
45 63 2.0 6.0 10.0 9.0
48 66 2.0 6.0 10.0 9.0
50 70 25 6.0 10.5 95
53 73 25 6.0 12.0 11.0
55 75 25 6.0 12.0 11.0
58 78 25 6.0 12.0 11.0
60 80 25 6.0 12.0 11.0
63 83 25 6.0 12.0 11.0
65 85 25 6.0 12.0 11.0
68 90 25 7.0 125 1.3
70 92 25 7.0 125 138
75 97 25 7.0 125 1.3
80 105 3.0 7.0 13.0 12.0
85 110 3.0 7.0 15.0 14.0
20 115 3.0 70 150 14.0
95 120 3.0 7.0 15.0 14.0
100 125 3.0 7.0 150 14.0

“ Other sizes are available upon request.
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